
Roadways 
 
Reporting 
Categories and 
Description 

2009 2008 % Change Comments 

Paved Roads (Hard 
Top): 

* 
Operating costs for 

paved (hard top) roads 

per lane kilometre. 

$7,307.88 

$1,387.61 

$1,567.04 366.35%  

-11.45% 

The increase in this 

measure is due to the 

inclusion of operating 

project costs such as 

road resurfacing as well 

as program support 

costs and departmental 

overhead costs. In prior 

years costs included 

only direct costs 

captured through work-

order management 

system. *For 

comparative purpose 

this is the Paved Roads 

measure calculated 

using the same basis as 

the 2008 measure that 

includes only direct 

costs. 

Winter Control 

Maintenance: 

* 
Operating costs for 

winter control 

maintenance of 

roadways per lane 

kilometre maintained in 

winter. 

$5,359.98 

$3,157.43 

$4,722.47 13.50%  
-33.14%   

 

The increase in this 

measure is attributable 

to similar reasoning as 

the increase in the 

Paved Roads measure. 

In prior years, costs 

included only direct 

costs captured through 

work-order 

management system. * 

For comparative 

purpose this is the 

Winter Control 

Maintenance measure 

calculated using the 

same basis as the 2008 

measure that includes 

only direct costs.  

Adequacy of Roads: 

Percentage of paved 

lane kilometres where 

the condition is rated 

as good to very good. 

81.10% 88.47% -8.33% Adequacy of roads 

measure decreased 

primarily due to an 

increase in the Region’s 

Water and Wastewater 

Program, resulting in 

more road maintenance 

programs being 

deferred to a later year. 



Reporting 
Categories and 
Description 

2009 2008 % Change Comments 

In addition, there are 

several older City roads 

whose condition values 

were previously just 

above the maintenance 

trigger limits and are 

now at or below these 

values in 2009. Trigger 

limits are values 

determined by external 

consultant that 

provides threshold 

value to trigger 

maintenance 

requirement. There was 

also a decrease in the 

amount of total funding 

for the Road 

Rehabilitation Program 

in 2009 when 

compared to 2008.  

Adequacy of Bridges 

and Culverts: 

Percentage of bridges 

and culverts where the 

condition is rated as 

good to very good. 

100.00% 100.00%  New measure for 2009. 

This measure is at 

100% as Works 

department ensures 

that there is no 

maintenance backlog 

for bridges and 

culverts. 

Effective Snow and 

Ice Control for 

Winter Roads: 

Percentage of winter 

event responses that 

met or exceeded locally 

determined-municipal 

service levels for road 

maintenance. 

100.00% 100.00% 0.00% No change. 

 


