BACK OF SIDEWALK

1.2m MIN PEDESTRIAN CLEAR WAY
1.5m PREFERRED

TACTILE WALKING SURFACE INDICATORS
TO HAVE RAISED PROFILES AND HIGH TONAL
CONTRAST TO THE ADJACENT GROUND SURFACE
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/ TACTILE WALKING SURFACE INDICATORS TO BE PLACED
BACK OF/CURB 150 TO 200mm BEHIND BACK EDGE OF CURB

CURB TRANSITION CURB TRANSITION

FACE OF CURB
I< VARIES, SEE NOTE A - | < VARIES, SEE NOTE A _I

EDGE OF PAVEMENT

3.0m MIN

PEDESTRIAN CROSSING
TACTILE WALKING SURFACE INDICATOR AND CURB RAMP ~ "AVEMENT MARKINGS

200

,I - -
N NOTES
— A. 1.2m MINIMUM FOR TRANSITIONS BETWEEN FULL HEIGHT
\- CURB AND 120mm DROPPED CURB, 0.45m MINIMUM FOR
2:1 BEVEL

TRANSITIONS BETWEEN 120mm DROPPED CURB AND
75mm DROPPED CURB.

REFER TO STANDARD 282 FOR INFORMATION REGARDING

DROPPED CURRB THE LOCATION OF DROPPED CURBS.

THIS DETAIL SHALL BE READ IN CONJUNCTION WITH
ACCESSIBILITY FOR ONTARIANS WITH DISABILITIES ACT.
2005 (ONTARIO REGULATION 413/12) FOR ANY
DISCREPANCIES, AODA SHALL TAKE PRECEDENCE.

SLOPE 10% MAX / 5% TYP SIDEWALK
22mm - 25mm +1 52.30mm -63mm 12mm -15mm  3mm MAX SIDE

STEEL TACTILE WALKING SURFACE INDICATOR

CROSS SECTION OF TACTILE WALKING SURFACE INDICATORS

All dimensions in millimeters unless otherwise shown
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