
APPENDIX A 

City of Brampton Mobile Licensing By-law, 67-2014: Schedule 5 Tow Trucks 

PART II – DRIVERS 

8.  Every Driver shall:  

(a)  keep the interior of the Tow Truck in a clean, tidy and dry condition; 

(j)  keep at all times in their Tow Truck an original or copy of: 

 (i)  the motor vehicle registration issued under the Highway Traffic Act and the current  
  Ontario Ministry of Transportation passenger motor vehicle Permit; 

 (ii)  the City of Brampton Owner’s Licence; and 

 (iii)  proof of the insurance required under this By-law; 

(p) wear high visibility florescent safety vest or clothing on the upper torso when working on a 
 highway; 

PART III – OWNERS  

10.   (1) Every Owner shall: 

(a)  ensure that at all times when their Tow Truck is being used or is available for use it is free from 
 mechanical defects; 

(d) ensure that the name under which the Owner’s Licence has been issued is clearly indicated on  
 both sides of the Tow Truck, in a location acceptable to the Licence Issuer, in letters and figures 
 not less than 8 centimetres in height and of a contrasting color to the background where they 
 are placed; 

(j)  have affixed to the Tow Truck in a location approved by the Licence Issuer the Owner's Plate 
 issued for that Tow Truck; 

(j)  have affixed to the Tow Truck in a location approved by the Licence Issuer the Owner's Plate 
 issued for that Tow Truck; (rear window of the truck, prefer it to be on the driver side) 

(k) keep the exterior of their Tow Truck in a clean and tidy condition including but not limited to 
 being free from body damage and having a well maintained paint finish. 

PART IV – OWNERS AND DRIVERS 

12. Every Owner and Driver shall: 

(a) prior to towing or conveying any Vehicle provide a copy of his or her current schedule of rates to 
 the Hirer; 

(c) keep a daily record of the work performed by the Tow Truck owned or driven by such Owner or 
 Driver, either on a continuous log sheet or with consecutively numbered bills or invoices, 
 showing, in every instance: 



13. No Owner or Driver shall: 

(j)  keep any Work Orders in the Tow Truck; 

PART VI – TOW TRUCK EQUIPMENT AND VEHICLE REQUIREMENTS  

18. No Owner or Driver shall operate or permit to be operated a Tow Truck with a Gross Vehicle 
 Weight Rating of less than 4,536 kg (10,000 lbs.).  

19.  No Owner or Driver shall operate or permit to be operated, a Tow Truck without a Wrecker 
 Body.  

20.  Every Owner and Driver shall ensure that all Tow Trucks are equipped with the following:  

(a)  a winching or hoisting device of sufficient capacity to safely lift the Vehicle to be towed;  

(b)  a Wheel Lift or an Underlift equipped and maintained in a manner to ensure the safe lifting and 
 conveying of a Vehicle to be towed; (Not required for Flat beds) 

(c)  one device for securing the steering wheel of a Vehicle;  

(d)  at least two (2) 2.27 kg., chemical fire extinguisher having an effective total rating equivalent to 
 at least “3A-40B, C”, certified annually;   

(e)  at least 2 tow safety chains having a minimum length of 2.7 metres (8 feet) each with links of at 
 least 21 mm steel;  

(f)  4 safety pylons, at a minimum height of 28 cm (12 inches);  

(g)  a push broom;  

(h)  a square shovel;  

(i)  a garbage container of a minimum capacity of ten (10) litres (2.5 gallons);  

(j)  absorbent material capable of absorbing or removing any Vehicle fluid product from the road 
 surfaces;  

(k)  a first aid kit; 

 (l)  magnetic towing lights to be attached to the rear of the Vehicle or trailer being towed to 
 provide illumination and signal braking;  

(m)  an intermittent amber warning light system consisting of at least 1 light which would be clearly 
 visible in all directions and affixed on the top of the Vehicle;  

(n) a prybar at least 1.5 metres (5 feet) in length with a tapered end;  

(o)  2 wheel blocks;  

(p)  flares or reflector kits;  

(q)  a wheel wrench or a device for loosening and tightening lug nuts on tires; 

(r)  a Dolly; (Not Required for Flat bed and heavy vehicles) 



(s)  a safety vest; 

(t)  a flashlight; and 

(u) booster cables.  

21. The items listed in Section 20(b) and 20(r) are not required on a Flat Bed Tow Truck and Section 
 20(r) is not required on a Tow Truck which tows transport trucks. 


