
Option 1 @ Typical Intersections: 
Six lanes (4 GP + 2 HOV)

Multi Use 

Trail
Multi Use 

Trail
HOV/Transit Lane HOV/Transit Lane

`

Blvd Blvd

1.2m 1.3 m

Right-of-Way Width = 36m

Pavement Width = 25m

Williams Parkway



Multi Use Trail Multi Use TrailRight Turn Lane HOV/Transit LaneBlvd Blvd

Right-of-Way Width = 36m

Pavement Width = 28.3m

Option 1 @ Intersection: 
Williams Parkway at McLaughlin Road (East-West)

Williams Parkway



Buffer BufferBlvd Blvd

Right-of-Way Width = 36m

Pavement Width = 25.6m

Option 1 @ Intersection: 
McLaughlin Road @ Williams Parkway (North-South)

McLaughlin Road



Buffer BufferBlvd Drive Lane

Right-of-Way Width = 32m

Pavement Width = 25.0m

Option 1 @ Intersection: 
Main Street@ Williams Parkway (North-South)

1.8 m0.8 m 1.8 m 0.8 m

Blvd

Main Street



Option 2 (Four GP lanes) @ Typical Intersection

Blvd Multi Use Trail
Multi Use Trail

BlvdMedianBuffer Buffer

3.5 m 3.3 m 3.3m2.5 m 2.5 m 1.0 m
2.0 m 3.3 m

Right-of-Way Width   36m

Pavement Width   21.4m

Williams Parkway



Option 3 (Four GP Lanes & Reduced Centre Median)
@ Typical Intersection

Multi Use TrailBlvd. Multi Use Trail Buffer Buffer

2.8 m 2.5 m2.5 m

DC Funding = $6 Million

Tax Funding = $32 Million

Right-of-Way Width   36m

Pavement Width   18.4m

Williams Parkway


